
BATCH TERMINALS

HIGHLIGHTS
 

TFT LCD QVGA color display
2”, 320 x 240 pixels

(alpha)numeric keypad
1,5 m drop proof

IP 54

OPH-1005
Barcode Laser Scanner



OPerATIOn
CPU: rX62n 32-bit MCU O/S: Proprietary SOFTwAre: Programmable in 
C-language. Software development kit with compiler free downloadable rTC: 
Supports year, month, day, hour, minute, second (leap year supported)
MeMOry
nAnD FLASh: 128 MB FLAShrOM: 4 MB rAM: 4 MB SrAM
DISPLAy
TyPe: TFT LCD QVGA color display with backlight SIze: 2”, 320 x 240 pixels 
FOnT SIze: 6x6 / 6x12 / 8x8 / 8x16 / 8x19 / 11x19 / 12x24 dots / 16x32
OPerATInG InDICATOrS
VISUAL: Dual-color LeD (red/green) nOn-VISUAL: Buzzer
OPerATInG keyS
enTry OPTIOnS: 23 keys total, 12 key (alpha)numeric keypad, 2 navigation 
keys, 4 function keys, 3 control keys, 1 power key, 1 scan key
COMMUnICATIOn
IrDA: Ver. 1.2, baudrate 1200 bps - 115.2 kbps
POwer
reChArGeABLe BATTery: Lithium-Ion 3.7V 1100mAh OPerATInG TIMe: 
Ca. 40 hours (backlight off, 1 scan / 10 sec) DATA reTenTIOn TIMe: 24 hours 
ChArGInG MeThOD: Separate cradle CrD-1004, CrD-1006
BArCODe SCAnner OPTICS
LIGhT SOUrCe: 650 nm visible laser diode SCAn MeThOD: Vibrating mirror 
SCAn rATe: 100 scans/sec reADInG PITCh AnGLe: -35 to 0˚, 0 to +35˚ 
reADInG Skew AnGLe: -50 to -8˚, +8 to +50˚ reADInG TILT AnGLe: -20˚ 
to 0˚, 0 to +20˚ CUrVATUre: r>15 (eAn8), r>20 (eAn13) MIn. PCS VALUe: 
0.45 DePTh OF FIeLD: At PCS 0.9, Code 39, 70 - 450 mm / 2.76 - 17.72 in 
(1.0 mm / 39 mil), 50 - 320 mm / 1.97 - 12.60 in (0.5 mm / 20 mil), 50 - 200 
mm / 1.97 - 7.87 in (0.25 mm / 10 mil), 55 - 120 mm / 2.17 - 4.72 in (0.15 mm 
/ 6 mil)
SUPPOrTeD SyMBOLOGIeS
BArCODe (1D): JAn/UPC/eAn incl. add on, Codabar/nw-7, Code 11, Code 
39, Code 93, Code 128, GS1-128 (eAn-128), GS1 DataBar (rSS), IATA, In-
dustrial 2of5, Interleaved 2of5, ISBn-ISMn-ISSn, Matrix 2of5, MSI/Plessey, 
S-Code, Telepen, Tri-Optic, Uk/Plessey POSTAL CODe: Chinese Post, korean 
Postal Authority code 2D CODe: Composite Codes, MicroPDF417, PDF417

DUrABILITy
TeMPerATUre In OPerATIOn: -10 to 50˚C / 14 to 122˚F TeMPerATUre 
In STOrAGe: -20 to 60˚C / -4 to 140˚F hUMIDITy In OPerATIOn: 20 - 85% 
(non-condensing) hUMIDITy In STOrAGe: 20 - 85% (non-condensing) 
AMBIenT LIGhT IMMUnITy: white 4,000 lx max, Fluorescent 4,000 lx max, 
Direct sun 80,000 lx max DrOP TeST: 1.5 m / 5 ft drop onto concrete surface 
PrOTeCTIOn rATe: IP 54
PhySICAL
DIMenSIOnS (w X h X D): 55 x 136 x 23 mm / 2.17 x 5.35 x 0.91 in weIGhT 
BODy: Ca. 140 g / 4.9 oz (incl. Lithium-Ion battery) CASe: ABS, Black
reGULATOry & SAFeTy
PrODUCT COMPLIAnCe: Ce, FCC, rohS, JIS-C-6802 Class 2, IeC 60825-1 
Class 2, FDA CDrh Class II
enCLOSeD ITeMS
wrist strap
SOLD SePArATeLy
reChArGeABLe BATTery: Lithium-Ion 3.7V 1100mAh CrD-1004 CrADLe: 
ethernet, communication, charging CrD-1006 CrADLe: Serial communica-
tion, charging

OPH-1005
Basic product specifications
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